This study investigates the global slamming forces due to plunging breaking waves on a jacket structure, based on the statistical analysis of the experimental data from the WaveSlam project. Hammer tests and wave tests were conducted in the project, and the data are used to reconstruct the time series of the global slamming force by employing a method based on linear regression. The used wave test data were acquired under one wave condition. A total of 3910 force time series are reconstructed and analyzed statistically to reveal the characteristics of the slamming force. For each force time series, six parameters are introduced to describe it, including the peak force, duration, impulse and rising time, etc. The variability and correlation of these parameters are investigated. The distribution of these parameters is modeled with various probability distributions. The results show the high variability of the slamming force and the importance of statistical analyses. Based on these statistical analyses, the slamming coefficient is estimated from the peak force. For a curling factor of 0.4, the mean slamming coefficient is about 1.29. When considering one standard deviation around the mean, the slamming coefficient varies from 0.70 to 6.78 for a curling factor ranging from 0.1 to 0.5. A representative time series of wave slamming force is obtained by averaging the individual force time series. Accordingly, a 3-parameter triangular force model and a 5-parameter exponential force model are proposed to describe the development of the slamming force in time.
Introduction
Currently, the substructures supporting offshore wind turbines are usually bottom-fixed structures, such as monopiles, tripods, jackets, gravity based structures, etc. In certain sea environments, they are exposed to plunging breaking waves at some locations, which leads to slamming forces. Such kind of slamming forces have been identified based on the recorded sea state conditions and associated structural responses for a 2 MW wind turbine mounted on a monopile at the Blyth wind farm off the coast of England [1] . Slamming forces can affect the performance and fatigue life of the substructures for offshore wind turbines. They should therefore be considered in the design of offshore wind turbines, as recommended by various standards and guidelines [2] [3] [4] .
Slamming is a strongly nonlinear phenomenon that usually causes an extremely high impact force within a very short time [5, 6] . In the past decades, a large amount of efforts have been devoted to investigate slamming forces theoretically, numerically and experimentally. Theoretical analysis is usually based on the von Karman or the Wagner impact model together with several reasonable assumptions [5, 7] , and numerical studies on slamming forces use Computational Fluid Dynamics (CFD), considering either 1 was initiated to bridge this knowledge gap. Using a 1:8 model of a jacket structure typical for offshore wind applications, the project is the first one at this scale and for this kind of structures.
Several other studies have been conducted to investigate the slamming forces on jacket structures based on the experimental data from the WaveSlam project. Rausa et al. [12] studied breaking wave forces on the front bracings of the jacket structure with a finite element model by assuming a triangular time history of wave slamming forces. A fitting procedure was then applied to match the result from the finite element model with the experimental data. Tu et al. [13] investigated the slamming loads on the bracings of the jacket structure based on local force data. An optimization-based deconvolution (ODC) method, which used the linearity of the structure, was proposed for the estimation. However, the methods used in these studies are only able to calculate the peak forces based on additional assumptions (e.g. assuming a triangular shape force model, which is not validated) or the impulses of the loads. The time series of the forces, which are necessary for the force analysis, were not resolved.
To obtain the time series of wave slamming forces, Jose et al. [14] applied Empirical Mode Decomposition (EMD) to analyze the total slamming force and the Frequency Response Function method to analyze the local slamming force on the jacket structure. Tu et al. [15] employed the regularization method, which is a classical inverse method, to develop two approaches for the reconstruction of the local slamming force time series. The method by Tu et al. [15] takes the structure property into consideration and can provide an easily applicable solution for the inverse estimation of slamming loads.
In this study, the slamming force estimation method proposed by Tu et al. [15] was further applied to reconstruct the global slamming force time series using the data set from the WaveSlam project. Six parameters were introduced to describe the global slamming force time series, such as the peak force, duration, total impulse, etc. The variation, correlation and distribution features of these parameters were investigated to reveal the characteristics of the global slamming force under one wave condition. A representative slamming force time history and the slamming coefficient were then estimated. Based on the representative time history, two slamming force models are proposed, which provide potential means to properly account for slamming forces in the future design of jacket structures.
Experiment and data
WaveSlam is a research project that aims to improve the method for calculating forces from plunging breaking waves on jacket structures through model tests on a large scale [16] . The project was conducted by a consortium headed by the University of Stavanger (UiS) and the Norwegian University of Science and Technology (NTNU) in 2012-2013. The jacket model used in the experiment was similar to the structure designed by Reinertsen AS for the Thornton Bank offshore wind farm [17] . Following the earlier small scale (1:50) model tests at NTNU [18] , a 1:8 scale model of the jacket structure was constructed, and the experiment was carried out in summer 2013 using the Large Wave Flume facilities at the Coastal Research Centre (Forschungszentrum Küste, FZK) 2 , Hannover, Germany. The data is now publicly available.
Experimental setup
The setup of the experiment is demonstrated in Fig. 1 . The wave flume is approximately 300 m long, 5 m wide and 7 m deep. The waves were generated by the wave board at the left end of the flume, went over a 1:10 slope, then reached the jacket model on a 2.3 m high plateau. A water depth of 16 m was simulated, but the water depth at the jacket model was adjusted slightly to be 1.8 m (instead of 2.0 m) for some test cases. The legs and braces of the jacket model were both 0.14 m in diameter.
A global coordinate system is defined as following: The origin is at the center of the wave board and at the bottom of the wave flume. The x-axis is positive in the wave direction. The z-axis is positive upwards. The y-axis forms a right hand system with the other axes.
Wave gauges were installed at 15 different locations. Three Acoustic Doppler Velocity meters (ADVs) were installed in the plane of the legs. The motion of the wave paddle was also recorded. The jacket was equipped with four total force transducers, ten local force transducers on the legs, twelve XY force transducers on the braces, and four one-directional accelerometers.
The measurements taken by the total force transducers are essential in this study to investigate the global slamming forces. As shown in Fig. 2 , there were two total force transducers installed at the top of the jacket model and two installed at the bottom of the jacket model. The structure was hung from the top and did not touch the ground during the tests. The measured forces are in global x direction (wave direction) and have a sampling frequency of 10 kHz. The details of the transducers are illustrated in the figure as well. The names and locations of the transducers are introduced in Table 1 . The local force measurements are not used in this study, so the locations of those transducers are not shown in the figure.
Wave test cases
Five wave cases repeated with exactly the same preset condition were selected for the investigation. The cases and the test condition are shown in Table 2 . The waves are regular shallow water plunging breaking waves. The break points of the waves are approximately in the plane of the front legs of the jacket. The wave heights at the structure were taken from the measurement, so the values are slightly different from case to case. 
Hammer test cases
Apart from the wave test data, hammer test data are also essential to reconstruct the slamming forces. During the hammer tests, the structure was hit by a 1.5 kg impulse hammer in the wave direction. The impulse hammer recorded the time series of the forces exerted on the structure with a sampling frequency of 9600Hz, in addition to the measurements mentioned in Section 2.1. The selected hammer test cases shown in Table 3 were all carried out in water. The water depth was 2 m to match the wave cases. The hammer hit at twelve locations in the front side of the structure, both on the braces and on the legs. These locations (see Fig. 2 ) are in or close to the expected wave slamming zone for the wave tests. Since the hammer impacts were exerted manually, the locations shown in the figure are approximate. Data for different number of hits are available for different locations as shown in Table 3 .
Calculation of wave slamming forces

Pre-processing of the data
Given the raw measurement data, some pre-processing is necessary before they can be used to calculate the slamming forces. A bandpass filter was used to eliminate the high frequency noise in the measurements and to only preserve the signal from 0 to 300Hz. The effect of the filtering is shown in Fig. 3 . Since the transducers were not always precisely calibrated to zero before each test, the measured forces were subtracted by the mean values of the measurement over some seconds at calm status in the same run. The forces measured by the four transducers were summed up to obtain the total forces as shown in Fig. 4 . The first natural frequency of the jacket structure in water is determined by spectral analysis of the hammer response data, the value of which is 25.2 Hz. The impulse hammer measurements were resampled to 10 kHz to match the total force measurements.
The force exerted by a breaking wave on a structure is composed of two parts: a quasi-static force f t ( ) qs and an impact force by the breaker, namely the slamming force f t ( ) s . Therefore, a measured response force due to this wave also has two parts: a quasi-static part caused by f t ( ) qs and a dynamic part caused by f t ( ) s . The dynamic part should be extracted, so that it can be used to reconstruct the slamming force.
Two common methods to achieve this goal are frequency domain filtering and Empirical Mode Decomposition (EMD) combined with filtering [10] . However, these methods overestimate the quasi-static part in the region of the maximum load [10] , thus leading to underestimation of the dynamic part.
A time domain robust LOESS smoother [19] is used in this study to estimate the quasi-static part. The dynamic part equals the total response force minus the quasi-static part. The smoothing method is realized by local regression using weighted linear least squares and a 2nd degree polynomial model. The method assigns zero weight to the data outside six mean absolute deviations. The smoothing span is set to be 5% of the total number of data points. Fig. 5 shows one example where the method is applied. The response force has two peaks, because the wave hit the structure first on the front side and then again on the back side in the experiment. Only the first peak is used in this study, since the waves broke at the front legs. The general trend of the quasi-static part is captured very well by the method. There is no significant overestimation of the quasi-static part around the first peak, because the data points in this region are considered as outliers, and zero weight is assigned to them. For the second peak, the response force is caused by a mixture of two impacts and the separation may be inaccurate, but since we only focus on the first peak, it is not very important to have a precise separation after that.
Reconstruction of wave slamming forces
The idea of reconstructing wave slamming forces is to use the available response forces of the structure measured in the wave tests, and both the impact forces and response forces measured in the hammer tests to calculate the wave impact forces. This is an inverse problem and in general ill-defined. Therefore, additional assumptions must be made.
Ideally, a reference impact test that covers the whole wave slamming area would be most helpful for the reconstruction. In practice, the hammer tests could only be done for twelve discrete locations. Therefore, each response force from the wave test is combined with hammer test data from different hits at different locations for the reconstruction. The reconstructed forces are 
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"effective forces", which means that the wave slam is assumed to occur only on the corresponding hammer impact location. The result obtained by using all such "wave-hammer data pairs" is analyzed further in later sections. The hammer test data used for force reconstruction were acquired from the experiment with the structure in water. However, the change of water depth due to the existence of waves is not taken into account, due to the limitation of the data. The reconstruction inherently includes hydroelastic effects, since it employs experimental data that includes such effects. Loads on an ideal, rigid jacket structure are expected to be somewhat different. The structure model in the experiment has a high first eigenfrequency, which is not far from the frequency of typical slamming excitations. The hydroelastic effect caused thereby is expected to be stronger than that for a normal full-scale wind turbine jacket under slamming loads.
The wave test and hammer test data used for reconstruction have all been pre-processed according to Section 3.1. The reconstructed slamming forces are only in the wave direction due to the data properties.
For each wave-hammer data pair, the force reconstruction method proposed in Tu et al. [15] is used. It makes use of the linearity of the structure as discussed in Tu et al. [13] .
The basic principle of the method is demonstrated in Fig. 6 . A wave slam on the structure is imagined as a hammer hitting one location on the structure with different amplitudes for multiple times.
Step 1 Knowing the response forces from one wave slam and from one hammer impact, the wave response force is decomposed into multiple hammer response forces scaled by corresponding coefficients. 
Step 2 Each hammer response force corresponds to one hammer impact force. So, the hammer impact forces, corresponding to the hammer response forces obtained from Step 1, are determined by using the same coefficients.
Step 3 Summing up the multiple hammer impact forces, the impact force from one wave slam is acquired. For more detailed explanation, the wave slamming force is written as a vector
(1)
It can be expressed as
where
( 1) 1 ( 2) 1 1
is composed of column vectors representing repeated and shifted hammer impact forces. The symbol p denotes the total number of hypothetical hammer hits. The symbol δ denotes the interval between every two hammer hits, and is named step factor. The step factor is set to be 5 for most cases, according to Tu et al. [15] . The coefficients
are given as a parameter vector for scaling the hammer hits. The wave response force is written as
is composed of column vectors representing repeated and shifted hammer response forces, and = ⋯ e e e e e ( )
is an error term due to the noise in the measurements. An ordinary least squares regression technique is used to solve for the parameter vector β based on Eq. (6), so the estimated parameter vector is
Applying β to Eq. (2), the wave slamming force is estimated as
Applying β to Eq. (6), the wave response force can be recalculated as
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A exemplary comparison between an original wave response force and the corresponding recalculated wave response force is shown in Fig. 7 . Since the response forces match well, the estimated β is deemed to be an appropriate representation of the slamming event. Using this β , the corresponding wave slamming force is estimated and shown in Fig. 8 .
Statistical analysis of wave slamming forces
Using different combinations of the wave test data and the hammer test data described in Section 2, the wave slamming forces were reconstructed following the methods described in Section 3.
As stated in Section 2.2, the used wave test data were acquired from 5 runs with 20 waves in each run under the same preset conditions. Even under the same conditions, the waves in the tests were not exactly the same. Fig. 9 and Fig. 10 illustrate how the wave height and the wave period vary in the tests. The difference in the slammming forces is expected to be partially caused by the difference in the waves, as shown in the figures.
The difference in the waves is also reflected in the measured response forces. The 1st waves in each run led to very low dynamic response forces, which implies that the waves were not broken at the structure as expected. The 2nd and 20th waves led to very unstable results due to the transient status of the starting and the ending of the test runs. Although the wave periods of the 18th wave and the 19th wave are higher than those of the other waves, there is no obvious effect on the response forces.
As long as the wave response forces are valid, more data points lead to a more informative statistical analysis, so the response forces from the 3rd to 19th waves in each run were used for the slamming force reconstruction. The data from each of the 46 hammer hits (see Table 3 ) were combined with the response force from each used wave for reconstructing the slamming force independentlythe resulting forces are then averaged, as explained in Section 4.1.2. All together × × = 46 (hits) 5 (runs) 17 (waves) 3910 time series of the slamming forces were reconstructed. Statistical analysis is conducted for these slamming forces in this section, to better understand the variability of the estimated forces.
Analysis methods
Two basic methods used for the analysis are introduced, namely parametrization and multi-level analysis. Parametrization enables a statistical analysis of the slamming forces by using representative parameters that describe the main features of the force time series. Multi-level analysis is then used to average the results at various steps in the analysis, depending on which source of variability is investigated.
Parametrization
Since a large number of time series cannot be compared and analyzed directly, six parameters are assigned to each time series to describe the slamming forces, as illustrated in Fig. 11 .
• F p : Peak force, the maximum force in the time series. • T: Duration, the time between the last zero-up-crossing before the peak and the first zero-down-crossing after the peak.
• T r : Rising time, the time between the last zero-up-crossing before the peak and the peak itself.
• I: Impulse, the integral of the force over the duration.
• I L : Left impulse, the integral of the force over the rising time.
• I R : Right impulse, the integral of the force over the time between the peak and the first zero-down-crossing after the peak.
Multi-level analysis
The reconstructed slamming forces are organized according to the data hierarchy, as shown in Fig. 12 . The total result is composed of the result calculated from × 5 17 wave response forces. The result from each wave response force is composed of the results from hammer test data at 12 locations. The result from each hammer test location is composed of the results from different hits.
For the analysis in Section 4.2, averaging at three levels is introduced. The symbol X represents an arbitrary parameter describing the slamming force. The subscripts h, l, w, r, represent the indices of hit, location, wave and run, respectively.
• Average 1: Averaging the result from different hits for one location.
The number of hits N l ( ) h depends on the location (see Table 3 ).
• Average 2: Averaging the result from different locations for one wave. 
• Average 3.1: Averaging the result from the same waves but over different runs. 
Since the number of hammer hits is different depending on the location, a post-analysis level (see Fig. 12 ) is further defined to eliminate the difference due to unequal weights. The time series of the reconstructed force are averaged over different hits at each location. The peaks of the time series are aligned for the averaging. In the post-analysis level, these averaged time series are used, so that the forces at different locations carry the same statistical weight. A total of × × = 12 17 5 1020 averaged time series are available for analysis in this level. The discussions in Section 4.3 onward are all based on the results in the post-analysis level.
Variation features
Ideally, the slamming forces under the same wave condition should be identical. However, each wave in the experiment is different even under the same preset condition. Also, each group of hammer test data used for the force reconstruction is different, from hit to hit, and from location to location. Therefore, the variation features of the reconstructed slamming forces at different levels need to be checked. The variation at the hit level is represented by the mean calculated using Average 1 (see Section 4.1.2) and the corresponding standard error of the mean. The values are calculated for the six representative parameters (see Section 4.1.1), and for all locations and all waves. In Fig. 13 , an exemplary result, which shows the hit variation for twelve locations using the 16th wave of the 4th run, is demonstrated by the blue error bars. The hit variation shows no signs of systematic biases (such as dependence on hammer hit location or significant asymmetry), and the results from Average 1 are considered to be appropriate estimates of the slamming forces at this level. In addition, no special pattern among the locations is observed if all the waves are checked. The variation at the location level is represented by the mean calculated using Average 2 and the corresponding standard error of the mean. The location variation for the same wave is demonstrated by the red and orange lines in Fig. 13 . The variation at the wave level is represented by the mean calculated using Average 3.1 and the corresponding standard error of the mean. As shown in Fig. 14 , the peak force, impulse and right impulse increase as the wave ID increases, i.e. for the later waves in each run. In contrary, the duration and rising time decrease slightly. The left impulse is almost constant. The difference among the waves may be caused by the accumulated diffraction and refraction in each run, which is observed in the video record of the experiment. As these effects, including also a potentially shifting breaking point, cannot be quantified easily, we consider these unknown effects as part of the uncertainties reported. The variation at the run level is represented by the mean calculated using Average 3.2 and the corresponding standard error of the mean. As shown in Fig. 15 , the result only varies slight among different runs, which means the test runs have a good repeatability.
Correlation features
The correlation matrix of the six parameters is calculated and shown in Table 4 . For the purposes here, we assume correlations above 0.8 to be strong, and correlations between 0.4 and 0.8 to be moderate. According to the correlation matrix, the peak force F p has negative linear relationships with the duration T and with the rising time T r . This is in accordance with the trend observed for example in Fig. 14 . The impulse I has moderate positive linear relationships both with F p and with T. The rising time T r has a stronger linear relationship with the left impulse I L than with I. The left impulse I L and the right impulse I R have very low correlation, which suggests that these two parts of the impulse are independent and can be treated separately. In summary, these results indicate that the chosen parameters are not independent, which could lead to identification issues. However, the only strong correlation is between I and I R . Therefore, they will not be used together in the proposed force models (see Section 6).
Distribution features
To illustrate the data distribution features of the six parameters, histograms are plotted in Fig. 16 . The number of bins is set as 30 for all histograms. The data are further fit by various distributions. The names and parameters of the distributions that seem to result in the best match, as well as the log-likelihood of the fitting are shown in Table 5 . The means and 95% bootstrap confidence intervals [20] of the means based on 2000 bootstrap samples are marked in Fig. 16 and listed in Table 5 .
Representative wave slamming force time series
Although the statistical properties of the representative parameters have been discussed thoroughly in the previous sections, a representative time series of the slamming force is still necessary to describe the force development in time. Therefore, a mean force time series is calculated according to Eq. (16) and shown in Fig. 17 . The standard deviation of the data points at each time instance is 
Estimation of slamming coefficient
The slamming coefficient is an important factor to connect wave kinematics and slamming forces in engineering practice. It is essential for the calculation of the maximum slamming forces on a structure, given a certain wave condition. According to Goda et al. [21], the maximum wave slamming force on a cylinder is written as
where ρ w is the water density, C s the slamming coefficient, λ the curling factor, D the diameter of the cylinder, η b the wave elevation and C b the breaking wave celerity. When applying Eq. (17) on a jacket structure, D is interpreted as the width of the part that is exposed to the breaking wave. For the jacket structure considered in the WaveSlam project, D is estimated according to the geometry of the structure, as an expression of the diameter of the braces and the legs, = × + × = D 2 (1 2.15) 0.14 m 0.88m. Each inclined brace contributes × 2.15 0.14m to D, due to an inclined angle of 62°with respect to the vertical. The peak forces of the slamming force time series in the post-analysis level (see Section 4.1.2) are used as F s for estimating the coefficient. The wave elevation η b is taken as the highest measured elevation of the corresponding wave. The breaking wave celerity is approximated by Ref. [22, 23] .
where g is the gravitational acceleration and d is the water depth. The curling factor λ is highly dependent on the wave properties and the type of structure, and it cannot be identified independently of C s without further assumptions. Therefore, the slamming coefficient C s is first estimated together with the curling factor, by using Eq. (17) with the estimated slamming forces. For all used F s , the product C λ s is estimated and its distribution is plotted in Fig. 18 . The distribution is fit by a Gumbel distribution. The mean value of C λ s is about 0.515, and the corresponding 95% bootstrap confidence interval of the mean is [0.506, 0.525], as indicated in Fig. 18 . Taking the mean value of C λ s and a range plus or minus one standard deviation, the variation of slamming coefficient is plotted against the curling factor ranging from 0.1 to 0.5 in Fig. 19 . At the maximum curling factor proposed by Goda et al. [21] for plunging breaking waves, = λ 0.4, the mean slamming coefficient is approximately = C 1.29 s . Taking one standard deviation around the mean into account due to the data uncertainties, the slamming coefficient C s ranges from around 0.70 to 6.78 for the range of curling factor from 0.1 to 0.5.
It should be noted that in the above estimation of slamming coefficient, the assumption on the width D may cause some uncertainty in the estimation of slamming coefficient C s . Depending on the wave impact location, the actual effective diameter D may be slightly smaller than the used one due to the local geometry at the joints. The geometry of the jacket is very different from that of a cylinder, so the effective impact area is also somewhat different.
Wave slamming force models
When performing a dynamic analysis of a structure subjected to slamming forces, the time history of the slamming forces is usually required as an input. Proper wave slamming force models, which can simulate the time history of wave slamming force, are thus desirable. Two models are proposed in this section, based on the representative time series of wave slamming force shown in Fig. 17 and the values of the six parameters. . The curve on the left side of the peak has a higher rate of decay than the curve on the right side, which is reflected by a higher absolute value of α 1 than α 2 . For a more conservative estimation, the mean plus one standard deviation values of the three parameters are used, while α 1 and α 2 are kept the same. The result is shown in the same figure by a yellow line.
Simplified model
Similarly, the left impulse, I L , and the right impulse, I R , are estimated to verify this refined model, as given in Table 6 . The relative errors of I L and I R between the representative time series and the refined model are 0.89% and 4.50%, respectively, which implies that this refined model represents the wave slamming force time series fairly well.
The refined model has a more accurate match with the representative time series, while the simplified model leads to a more *σ = scale factor, μ = location factor, k = shape factor, σ L = log scale factor, μ L = log location factor. conservative estimation of the impulse. On the other hand, the simplified model only requires three parameters. It is easier to be applied in practice, compared to the refined model, which requires two more parameters that are sensitive to the data.
Conclusions and outlook
This study aimed at investigating the global slamming forces due to plunging breaking waves on jacket structures, based on the statistical analysis of the experimental data from the WaveSlam project.
A total of 3910 time series of slamming forces were reconstructed based on the hammer test data and wave test data. To reveal the characteristics of the slamming force, six parameters were introduced to describe each force time series, including the peak force, duration, impulse, rising time, left impulse, and right impulse. The variation, correlation and distribution features of these parameters were investigated. High variability of these parameters is observed. Strong correlation is only found between the impulse and right impulse. A representative wave slamming time series was obtained by averaging all the reconstructed time series with respect to location, wave and run.
The statistical analysis serves as a basis for the estimation of slamming coefficient and the setup of force models. Taking one standard deviation around the mean into account due to the data uncertainties, the slamming coefficient C s ranges from around 0.70 to 6.78 for the range of curling factor from 0.1 to 0.5. If the curling factor is set to 0.4, the mean C s is approximately 1.29. Based on the representative slamming force time series, a 3-parameter triangular force model and a 5-parameter exponential force model were proposed to represent the time series of wave slamming force. 
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It should be noted that this paper statistically studied the global slamming forces on a jacket structure under one exemplary wave condition, more wave conditions should be investigated in the future to verify the slamming coefficient and the proposed wave models. The results in this study can also be verified by using an finite element model of the jacket structure, with careful consideration of the modeling strategies for various measurement devices and joints. For cylindrical structures, the slamming coefficient estimated from the Von Karman or Wagner theory is π or π 2 and is not related to the curling factor. For the jacket structure considered in this paper, the slamming coefficient is dependent on the curling factor, because only the product C λ s is identified. The resulting slamming coefficient is therefore given as a range and different from that of cylindrical structures. Given a commonly used curling factor, = λ 0.4, the resulting C s is significantly lower than the corresponding values for cylinders, because the breaking waves do not hit different parts of the jacket simultaneously. This result is important for the design of the structures, since it leads potentially to more economical jackets. Although only one jacket structure is considered in this paper, it is a typical jacket structure for offshore wind applications. The results are therefore valuable for slamming load considerations in the design of similar jacket structures.
For safe design of structures, the uncertainties of the external loads should be taken into account properly. The uncertainties of slamming loads not only result from the long term and short term wave statistics, but also arise from statistical variations under each wave condition. This study reveals the uncertainties of the slamming loads under one controlled wave condition in the laboratory. So far, this contribution to the uncertainties has mostly been neglected in the literature. Yet, as the present work shows, these variations are important. Using the slamming load distribution under one wave condition, together with the long term and short term distributions of wave conditions, it will be possible to determine a probability distribution of slamming loads. This could then be used to evaluate structural reliability and thereby serve as basis for probabilistic design of structures.
The challenges, of course, are the determination of the statistics of breaking wave conditions and slamming loads that occur in irregular wave conditions. The substructure geometry and bathymetry may also be different. Addressing the statistics of the slamming loads in such generality is very challenging, especially given the limitations of experimental data, where only a few of all possible parameters can be varied. Of course, the change from a single cylinder to a multi-element jacket structure -the topic of our studyresults in effects that are also relevant for other multi-element structures. We therefore expect that the proposed model could also, with slight modifications, be used with other multi-element structures. Without further knowledge of the slamming loads under different wave conditions, one might use Eq. (17) with the identified C λ s values to obtain a first estimate of these loads. However, the suitability and accuracy of this approach still needs to be investigated. The biggest uncertainty when designing for breaking waves, however, still seems to be determining the long-term distribution of irregular breaking waves, i.e. which breaking waves are expected under a given irregular sea state, for a certain site and bathymetry. We hope that these issues will be addressed in the future. 
